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Abstract 

A wide variety of biomass is available all around the world. Most of the biomass exists as a by-product from manu-
facturing industries. Pulp and paper mills contribute to a higher amount of these biomasses mostly discarded in the 
landfills creating an environmental burden. Biomasses from other sources have been used to produce different kinds 
and grades of biomaterials such as those used in industrial and medical applications. The present review aims to 
investigate the availability of biomass from pulp and paper mills and show sustainable routes for the production of 
high value-added biomaterials. The study reveals that using conventional and integrated biorefinery technology the 
ample variety and quantity of waste generated from pulp and paper mills can be converted into wealth. As per the 
findings of the current review, it is shown that high-performance carbon fiber and bioplastic can be manufactured 
from black liquor of pulping waste; the cellulosic waste from sawdust and sludge can be utilized for the synthesis of 
CNC and regenerated fibers such as viscose rayon and acetate; the mineral-based pulping wastes and fly ash can be 
used for manufacturing of different kinds of biocomposites. The different biomaterials obtained from the pulp and 
paper mill biomass can be used for versatile applications including conventional, high performance, and smart mate-
rials. Through customization and optimization of the conversion techniques and product manufacturing schemes, a 
variety of engineering materials can be obtained from pulp and paper mill wastes realizing the current global waste 
to wealth developmental approach.
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Introduction
The demand and use of pulp and paper have marked the 
levels of civilization and development of many societies 
(Armstrong et al. 1998; Lwako et al. 2013). The pulp and 
paper mills mainly utilize wood sources for the produc-
tion of pulp and paper. Though appropriate quantitative 
analysis of waste produced from pulp and paper mills has 
not been done yet; in general only a few percent of the 
wood sources are utilized for the actual pulp and paper 
production (Bajpai 2015b). The rest is discarded as solid 

and liquid waste. Considering the developing coun-
tries’ scenario both quantitative and qualitative analysis 
of biomass generated from the mills has not been done 
yet. Except for a few percent of wastepaper utilized in 
paper recycling the rest of the waste is left in the landfill 
or incinerated with no commercial significance; besides 
no satisfactory waste recycling scheme is implemented. 
Furthermore, in developing countries, the trend towards 
the conversion of the wastes into valuable materials is not 
practiced appreciably (Bajpai 2015d).

Environmental sustainability is a priority issue as far 
as sustainable development of nations is progressive. 
It is also a global concern recently to get rid of the fac-
tors that counteract environmental sustainability such 
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as climate change, natural sources depletion, ecosystem 
prevention, and environmental degradation (McKinnon 
2010; Bajpai 2018b; Carroll and Turpin 2002). The wastes 
from pulp mills one way or the other have a contribu-
tory effect on these factors and a feasible remedy needs 
to be designed for the overall protection of the environ-
ment for its sustainability. The pulp industry wastewa-
ter is generated from several sources like washing of raw 
wood materials before pulping, washing of cooked pulp 
and bleaching pulp, and finally, chemical recovery system 
(Song et al. 2019). Solid waste is produced primarily from 
the rejection of screening, primary and secondary sludge 
from wastewater management, and lime sludge from 
the chemical recovery system (Đurđević et  al. 2020). 
Currently, a large amount of solid and liquid wastes are 
generated by the pulp and paper mills and environmen-
tal aspects are becoming a major concern that needs 
intervention.

The waste generated from pulp and paper mills 
adversely affects the environment from different per-
spectives. The emissions from pulp and paper industries 
have a significant effect on the environment. The gen-
erated waste from the pulp and paper industry causes 
severe harm to aquatic life, disturbs the food chain, and 
also causes various health implications (Gupta et  al. 
2019). The effect of pollutants on the environment has 
been assessed many times, but their mitigation still has 
a significant challenge (Gupta et al. 2019). Besides, many 
of the developing countries do not produce pulp. These 
paper mills use imported pulp and waste paper as raw 
materials.

It is vital from an environmental and socio-economic 
social point of view to utilize appropriate technology to 
convert the wastes from pulp and paper mills to highly 

valuable products that will have an impact on everyday 
life. This requires a thorough analysis of generated bio-
mass quantitatively and qualitatively and the current 
review is limited to envisaging the availability of biomass 
from the said mills, the current utilization scheme, and 
the potentiality for biomaterial production and diversi-
fied application. Besides protection of the environment 
from undesired waste impacts, utilization of the wastes 
will greatly support the product diversity scheme and 
economic growth potency (Landrigan and Fuller 2015).

Overview of pulp and paper industry
Status of pulp and paper industry at a global perspective
As one of the most important industries worldwide pulp 
and paper mills supply varied products for around 5 bil-
lion people for versatile applications (Bajpai, 2015c). The 
paper is manufactured from pulp and a huge amount of 
trees is consumed for the pulp production with differ-
ent shares by different countries in the world (Brännvall 
2009, Cabreha 2017). The overall trend in the consump-
tion of paper and paperboard by different countries and 
the forecasted consumption is shown in Fig. 1.

The pulp and paper industry is one of the largest indus-
tries in the world. The consumption of paper is domi-
nated by North American, Northern European, and East 
Asian countries (Fig. 2) (Diesen et al. 1998; Gopal et al. 
2019; Hammett et  al. 2001). Other dominant countries 
with significant pulp and paper industries are Australia 
and South America. A massive and key contribution 
is expected from China and India in the upcoming few 
years.

Considering the significant variation in consumption 
of paper products per person from the country to coun-
try the global consumption of paper and paper board is 

Fig. 1 Yearly trend and future forecast on world paper production
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estimated on average around 55 kg/person per year. The 
utilization of paper and board is increasing year to year 
though digitalization is expected to influence produc-
tion and consumption in different ways. The dominant 
countries like North America, Europe, and Asia and low 
producers and consumers like African countries are still 
utilizing huge amounts of paper.

The key components in the paper are cellulose sheets. 
There are also other constituents derived from the woody 
and related raw materials. The raw materials for manu-
facturing pulp and paper are ample and mainly consist of 
cellulose. Besides wood which is a chief source of cellu-
lose, recycled paper and other cellulose bearing agricul-
tural residues can be used as a raw material. The scenario 
in developing countries showed around 60% cellulose is 
obtained from jute, sisal, bamboo, bagasse, and similar 
non-wood resources.

Wood is considered the primary raw material and the 
major source of pulp in paper production (Eugenio et al. 
2019). The gross characteristic composition of wood 
indicates its major constituents are cellulose, lignin, and 
hemicellulose. It also contains a trace amount of extrac-
tives of different types.

Numerical observation revealed that wood contains 
around 40–50% of cellulose (Table  1) (Sjöström and 
Westermark 1999). Considering ultimate properties such 
as strength and printability of paper it is possible to use 
hardwood and softwoods separately or combined in the 
manufacturing process. (Liu et al. 2018; Asmare 2017).

An onsite availability study has been conducted on 
paper mills in Ethiopia. According to the study report, 25 
paper enterprises are assessed and of which 12 companies 

are effective in producing different kinds of paper prod-
ucts with measurable production losses (Table 2).

The main aim of the preliminary study was to deter-
mine the availability of waste and possible ingredients for 
biomaterial synthesis. The production loss indicated the 
potential availability of wastes and allied potential ingre-
dients from the mills. The availability study in the speci-
fied country ensured a potential for conversion of pulp 
and paper mill biomass into biomaterials. Limitation to 
produce pulp indigenously can also be solved for the sat-
isfaction of the demand for paper and paper products.

Overview on pulp and paper manufacturing process
The availability of raw materials for pulp and paper man-
ufacturing is versatile and mainly cellulosic fibers from 
wood and selected plants are utilized. Besides wood 
used most widely in many countries of the world plant 
resources such as sugar cane residues, residues on cot-
tonseed, and remnants from flax and rags are also used 
(Osman Khider et  al. 2012; Asmare 2017; Enayati et  al. 
2009; Jahan et  al. 2004; Tutus et  al. 2010). Besides, in 
case of scarcity of virgin raw material resources recycled 
paper after proper after-treatment, through appropriate 

Fig. 2 Global consumption of paper by major countries

Table 1 Composition of wood

S. N Component % Composition

1 Cellulose 40–50%

2 Hemicellulose 25–30

3 Lignin 25–30

4 Extractives Minor
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blending and recycling process, is used in some paper 
manufacturing trends.

The different pulping operations and the integrated 
paper manufacturing process are shown in Fig.  3. Two 
steps are involved in the manufacturing of paper. First 
cellulose sheets are converted into pulp which is the 
intermediate material for paper production. The second 
step involves the conversion of pulp into the paper with 
the necessary after-treatment depending on the targeted 
end-use. The overall manufacturing process is accompa-
nied by multiple stages which mainly involve raw mate-
rial preparation and handling, controlled pulping, and 
discrete or continuous paper manufacturing. The pulping 
involves the actual making of the pulp followed by pulp 
washing and screening. After proper chemical recovery 
and bleaching, the stock is prepared. Finally, the paper-
making is carried out which itself has different stages. 
Pulp mills and paper mills may exist separately or as inte-
grated operations (Bajpai 2018b; de Alda 2008; Ragauskas 
2002).

Operational mechanism of pulping
Pulp manufacturing starts with raw material prepara-
tion, which includes debarking, chipping, chip screening, 
chip handling, and storage (Bajpai 2011, Brännvall 2009). 
The pulp needs to be free of dirt and superficial materi-
als such as bark, and debarking is done for making the 
pulp physically clean. The next operation in raw material 
preparation is chipping to ensure better handling of the 
logs which is done through cutting to get the required 
size of logs for the subsequent pulping process. Pulping 
requirements need to be considered in optimizing chip 

handling and determining the suitable chip storage con-
ditions (Bajpai 2015a).

The pulping operation involves the separation of the 
wood chips to get the fibrous materials. In the process, 
lignin is removed from the lignocellulosic wood and the 
individual cellulose fibers are isolated. Though there 
are different pulping methods chemical and mechanical 
methods are the most widely used in paper mills. Either 
of the three techniques namely kraft, soda, or sulfite are 
used in the chemical pulping approach. In all the cases 
the cellulose is extracted via cooking of the chips in the 
aqueous solutions of the reagents at elevated pressure 
and temperature (Bajpai, 2011, 2015a). Physical energy is 
used in the mechanical pulping approach which mainly 
involves the removal of cellulose through grinding or 
shredding.

The most widely used pulping process is kraft pulp-
ing and uses alkaline cooking liquor of sodium hydrox-
ide (NaOH) and sodium sulfide  (Na2S) to digest wood. In 
the process, a digester is used for mixing the chips with 
the kraft cooking solution. The kraft pulping process 
uses an alkaline cooking liquor of sodium hydroxide and 
sodium sulfide to digest the wood. The process involves 
the digestion of wood chips at high temperature in the 
range of 145–170 °C and pressure in “white liquor,” which 
is a water solution of sodium sulfide  (Na2S) and sodium 
hydroxide (NaOH), for a few hours (Huber et  al. 2014). 
During this treatment, the hydroxide and hydrosulfide 
anions react with the lignin, causing the polymer to frag-
ment into smaller water/alkali-soluble fragments and iso-
lating the cellulose fibers.

After the wood chips have been cooked, the contents 
of the digester are discharged under pressure into a blow 

Table 2 Status of paper manufacturing in Ethiopia

Company Name Planed 
production 
(tonnes per year)

Production 
loss/year 
(%)

Product type

Ethiopia Pulp and Paper S.C 6000 5–15 Printing and Writing Paper, Stationery Paper, Paper board, Corrugated box, Wood free 
and manila papers, Kraft liners, Test liners, Fluting papers

Anmol Products Ethiopia 12,000–14,000 6.5–10.8 Printing writing papers, Wood free and manila papers, Kraft liners, Test liners, Fluting 
papers

Yekatit Paper Converting 1400 5–10 Different paper products

DA Packaging 2000 5–10 Kraft liners, Test liners, Fluting papers, Corrugated cartons

Barguba Trading 8000 7.2–13.5 Different paper products

Mamco Paper Products 200 2–10 Paper and tissue products

Burayu Development 10,000–11,500 15–18.5 Carton boxes, Trays, Packets

Minaye Packaging 3500 2.8–12.3 Carton

Balaje Packaging 1800 3–11.2 Carton

Unlimited Packaging 20,000 4.2–15 Carton

Seven Hills Packaging 7000 2–7.6 Carton

Akless Paper Product 350 5–8.6 Different Paper products
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tank. As the mass of softened, cooked chips impacts the 
tangential entry of the blow tank, the chips disintegrate 
into fibers or “pulp.” The pulp and spent cooking liquor 
(black liquor) are subsequently separated in a series of 
brown stock washers (Alén 2019). After the required 
cooking is carried out the cooking liquor is discharged 
under pressure into a blow tank. The mechanistic tan-
gential flow of the cooked chips in the blow tank isolates 
the chips into pulp (Yang and Liu 2005; Al-Dajani and 
Tschirner 2008).

After pulp production, after-treatment of pulp is 
carried out through washing to ensure removal of 

contaminants which include uncooked chips, and recy-
cling of residual liquor is carried out via pulp washing 
operations. The pulp washers separate the pulp from the 
spent cooking liquor during chemical pulping (Dimmel 
and Gellerstedt 2009, Chakar and Ragauskas 2004). After 
washing, screening is done to remove remaining off-size 
particles such as fragments from barky matters, bigger 
size chips, and chips that remained uncooked, and the 
material is delivered to the pulp bleaching process.

A very important process in the pulp mill is bleaching 
used for the removal of coloring and allied impurities in 
the raw pulp. Bleached pulp grades are used to produce 

Fig. 3 Process flow in pulp and paper manufacturing mills
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white papers. Nearly half of the Kraft production is in 
bleached grades. The bleaching of pulp is carried out to 
increase the whiteness and brightness of the pulp (Bajpai 
2013; Hammett et  al. 2001). This is important for mak-
ing the paper suitable for selected products such as those 
produced in tissue and printing enterprises. Enhance-
ment of physical and optical qualities of the pulp is 
achieved by removing impurities such as entangles of fib-
ers, barky fragments, or decolorizing the lignin making it 
a potential benefit in the chemical pulping process (Al-
Dajani and Tschirner 2008, Chakar and Ragauskas 2004).

Kraft bleaching has been refined into a stepwise pro-
gression of chemical reaction, evolving from a single-
stage hypochlorite treatment to a multi-stage process, 
involving chlorine), chlorine dioxide, hydrogen peroxide, 
and ozone. The optimized and controlled condition must 
be used in the bleaching process. If bleaching conditions 
are too severe there will be fiber damage, leading to a 
lower strength of the paper (Brännvall 2009; Angevine, 
1998). After bleaching stock preparation is conducted 
to convert raw stock into finished stock to be used in the 
paper machine. Raw stock can be available in different 
forms. In batch processes, the delivery can be in loose 
pulp or bale and the integrated pulp to paper conversion 
suspensions can be used as well (Dimmel and Gellerstedt 
2009, 2009).

In the chemical pulping process, it is necessary to 
recover the used cooking chemicals, and a proper chemi-
cal recovery system is needed (Gellerstedt 2009; Walker 
2004). At the pulping mills, the weak black liquor also 
called spent cooking liquor, from the different rinsing 
stages is transferred to the chemical recovery which as 
well is situated alongside the mills (Santos et  al. 2011; 
Al-Dajani and Tschirner 2008). The chemical recov-
ery process is conducted at different stages to ensure 
proper reconstitution of the cooking liquor. Initially, the 
weak black liquor is concentrated followed by combus-
tion of organic matters and reduction of inorganic mat-
ters. Finally, the cooking liquor is reconstituted in the 
required concentration. All the stages need critical con-
trol on the parametric allowances. The quality of paper 
produced from the pulp is affected by the quality of water 
and different companies have incorporated water treat-
ment schemes along with the pulping process. To prevent 
deposits on pulp, water treatment chemicals such as anti-
scale agents and pitch control agents are incorporated 
during the route of manufacturing.

As part of pulping process dregs, lime mud, and grits 
are generated in the chemical recovery process. Green 
liquor contains sodium sulfide and sodium carbonate; 
and insoluble unburned carbon and inorganic impurities 
called dregs, which are removed in a series of clarifica-
tion tanks. The green liquor is a residue of dissolution of 

the molten inorganic salts (smelt) from the black liquor 
concentration process (Angevine 1998, Brännvall 2009). 
The lime mud is generated in the causticization process 
of chemical recovery in the decantation of the green liq-
uor using calcium oxide (lime) (Ai et al. 2007). The grits 
are originated from the white liquor slurry in the slacker 
by gravity and classified as unreacted lime (Kinnarinen 
et  al. 2016). Grits are insoluble compounds, most of 
which come from purchased lime, which collect in the 
slacker and need to be removed and disposed of.

Final pulping operations are involved in the boiler unit 
which causes the generation of large content of ashes. 
In particular, fly ash is produced as by-products of the 
biomass combustion process which is generated during 
the high-temperature combustion of hog fuel in power 
boiler units (Cherian and Siddiqua 2019). As the flue 
gas approaches the low-temperature zones, the fused 
substances solidify to form fly ash. The fly ash consists 
of fine particulates and precipitated volatiles, typically 
with a high specific surface area, whereas bottom ashes 
tend to be coarser in texture (Cherian and Siddiqua 2019; 
Scheepers and du Toit 2016).

Most of the pulping operations so far especially those 
involving chemicals are not ecofriendly. Nowadays new 
pulping methods are used for manufacturing differ-
ent grade pulps that utilize enzymes (Lin et  al. 2018). 
These enzymatic pulping techniques are being used for 
the preparation of dissolving pulp for the production of 
fibrous materials. In the enzymatically assisted pulping 
process xylanase, cellulase, and hemicellulase enzymes 
are utilized for segregation of the pulp from the rest of 
lignocellulosic mass and after-treatment (Lin et al. 2018; 
Rashmi and Bhardwaj Nishi 2010; Yang et al. 2019b). It is 
reported that the purity of enzymatically produced pulp 
is better than conventional kraft pulping processes.

Papermaking process
The process adopted for the making of paper is identi-
cal for all pulp types (Bajpai 2018b; Woiciechowski et al. 
2020). The pulp from the chest compartment is screened 
which when required is refined to the required level. The 
pulp slurry is formed by mixing the refined pulp in water 
in a wet end operation. This slurry at the headbox is put 
through a paper machine and pressed by the press com-
partment. In the press section, the sheet forming process 
is commenced through the draining of the water. The 
next operation is passing of the formed sheet in a dryer 
which involved hierarchically arranged compartments of 
the dry end for coating and drying. The final dried and 
finished product is transferred to calendaring operation 
for reducing the thickness of paper as required and sheet 
surface smoothing before winding on to the take-up 
reels.
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Availability of by‑products from pulp and paper mill
A global review of manufacturing sectors divulged that 
17% of the total global waste comes from paper indus-
tries (Fig. 5) (Karak et al. 2012; Sakai et al. 1996). Pulp 
and paper mills contribute to air, water, and land pol-
lution and discarded paper and paperboard make up 
roughly 26% of solid municipal waste in landfill sites 
(Pati et  al. 2008; Ritchlin 2012). Waste data based on 
relative waste analysis from a specific global company 
revealed the large contribution of pulp and paper mill 
waste to the total solid waste indicative of a need to set 
up a platform for strategic intervention for the realiza-
tion of a green environment (Mladenov and Pelovski 
2010; Ince et  al. 2011). The study reveals that from 
a total solid waste generation of 238,771 thousand 
tonnes, around 186 thousand tonnes is generated from 
pulp and paper industries.

Different types of solid wastes and sludge are gener-
ated in the pulp and paper mills at different sites of the 
process (Fig.  4). Potential wastes are generated from 
wood preparation and the actual pulp manufactur-
ing and paper-making stages. Furthermore, an ample 
amount of different types of wastes are generated from 
chemical recovery, effluent treatment, and paper manu-
facturing methods that utilize recycled paper routes 
(Camberato et al. 2006; Akbari et al. 2018).

Among different factors that affect the identity and 
amount of generated waste from pulp and paper, mills 
is the type of manufacturing process amplified with the 
wastewater treatment technologies adopted. The pulp 
and paper mill waste mainly includes rejects at different 
stages such as woody and barky residues and sand par-
ticles, black liquor, and wastewater sludges. Inorganic 
sludges are isolated from the chemical recovery station 
and are composed mainly of calcite lime mud, the slacker 
grits, and green liquor dregs (Bird and Talberth 2008; 
Environmental 2007; Leponiemi 2008).

The sources of wastewater treatment residues as part 
of potential sludge are conveyed from two sources. The 
major part is the primary sludge from the entire manu-
facturing route and those generated from the second-
ary clarifier are categorized as biological sludge (Simão 
et  al. 2019). Also, the sludge from the water treatment 
is regarded as chemical flocculation sludge. Deinking 
sludge from recycled paper production which contains 
mainly tiny fibers or fragmented fines and additives is 
another source of waste (Simão et  al. 2018). The major 
source of waste from different stages of pulp and paper 
manufacturing is summarized in Table 3.

The regions and different recycling processes and allied 
recycling rates determine the quantity of biomass gener-
ated from paper production. The variation within regions 

Fig. 4 Sites of waste generation in pulp and paper manufacturing
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is also very wide. Due to internally established treatment 
and utilization routes for generated waste along with the 
manufacturing process by different pulp and paper mills, 
there is limited quantitative data on the total amount of 
waste generated from the mills. Estimated data on the 
quantity of solid waste from sample pulp and paper mill 
is reported. The potential woody wastes and rejects are 
from the preparation of pulpwood and contribute to solid 
waste generation (Table 4).

The predominant biomass available in large quantities 
in pulp mills is the black liquor. It is reported that kraft 
mill producing bleached paper engenders around 1.7–1.8 
tonnes of black liquor per one tonne of pulp on a bone 
dry basis (Leponiemi 2008). This highly viscous liquor is 
a result of the conversion of almost half of the raw chips 
used in the hopper of the pulping operation. A report of 
IEA revealed about 170 million tonnes of black liquor per 
year is released from pulp and paper mills worldwide.

Another portion of the waste involves sludge of dif-
ferent types namely primary, secondary, and deinking 
sludge. From a total sludge of 40–50 kg per tonne of the 
virgin paper production, the primary sludge accounts 
for 70% and the rest 30% is the secondary sludge. On 
a glance approximation, the sludge generated from the 

manufacturing of different paper products varies from 
20 to 40% on a dry mass. The grade of paper and the 
specific type of process adopted for the manufacturing 
of the paper product determines the amount of sludge 
generated. (Quina and Pinheiro 2020). In comparison, 
the amount of waste sludge generated from industries 
that utilize the recycled paper approach produces a 
large amount of sludge than the conventional approach 
through virgin raw materials. From each one tonne of 
reclaimed paper, a total of 300 kg sludge is generated.

Depending on production capacity and the type of 
pulping a large amount of fly ash is released annually 
from pulp and paper mills (Environmental 2007; Mik-
kanen 2000). A recent report in Finland indicated a 
release of 240,000 tonnes of ash every year. As an illus-
tration of the availability of waste biomass from pulp 
and paper mills, it is reported that the collective fly ash 
and wood ash produced from Canadian mills is 1 mil-
lion tonnes per year.

Most of the pulp and paper mill wastes have an 
impact on the environment and create health prob-
lems. The major sources of pollutants at different stages 
of pulping and paper manufacturing are summarized 
(Table  5) (Gavrilescu et  al. 2012). The environmental 
impact generated by the manufacture of pulp and paper 
results mainly from wood pulping and pulp bleaching. 
In pulping processes, sulfur compounds and nitrogen 
oxides are emitted into the air, and during pulp bleach-
ing, chlorinated and organic compounds and nutrients 
are discharged to the wastewaters (Gavrilescu et  al. 
2012; Singh and Chandra 2019).

The pulp paper industries release very complex 
organic and inorganic pollutants mainly from pulping 
and bleaching stages. Particularly, sulfur compounds 
and nitrogen oxides are emitted into the air, and chlo-
rinated and organic compounds and nutrients are dis-
charged to the wastewaters (Gavrilescu et  al. 2012; 
Bank 1999). The pollutants are gaseous, inorganic, and 
organic type. The major pollutants include hydrogen 

Table 3 Potential pulp and paper mill waste types

Type of waste Source of waste

Black liquor Chemical pulp manufacture (kraft process)

Wood/bark residues [Saw dust and others] All types of pulping mainly chemical and 
mechanical methods of pulp manufacturing

Screening and other rejects Stock preparation for paper machine, kraft pulp-
ing, and recycling route for paper manufac-
turing

Semi-mechanical sludge Effluent and water treatment

Biological sludge Effluent treatment utilizing biological technique

Sludge from de-inking treatment Recycled paper de-inking treatment

Table 4 Generation of solid waste from kraft mill (Gavrilescu 
2004; Bajpai 2015b; Quina and Pinheiro 2020)

Type of waste Yield (kg/t 
of dry 
pulp)

Sawdust 10–30

Bark 100–300

Pins and fine 50–100

Woody fragments/wood yard/ 0–20

Knot 25–70

Recovery boiler salts 5–10

Dregs 10–30

Grits 15–40
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sulfides, sodium sulfide, sulfur, chlorine dioxide, fer-
rous, copper, hexadecanoic acids, octacosane, phenol, 
and β-sitosterol. It has been reported that the differ-
ent pollutants cause environmental and health impacts 
in terms of respiratory disorder and irritation to the 
skin, neurotoxicity, and direct toxicity of effluent to 
the reproductive system in aquatic flora and fauna are 
reported. Several of these pollutants are reported to 
contain endocrine-disrupting chemicals. Furthermore, 
the environmental pollution caused by the pollutants 
poses a threat to aquatic life as well as to plants and 
human beings (Bank 1999; Gavrilescu et al. 2012; Singh 
and Chandra 2019).

Current utilization of pulp and paper mill waste
Characteristic components of major by‑products
The wastes from pulp and paper mills are both of organic 
and inorganic types. Most of the biomass generated from 
pulp and paper mills is organic residues. Black liquor 
consists of organic polymers (lignin, polysaccharides, and 
resinous compounds of a low molar mass) and inorganic 

compounds mainly soluble salt ions (Fig. 5a) (Viel et  al. 
2020).

Black liquor is separated from the pulp in washing 
(Fig.  5b). The biorefinery approach can be used for the 
conversion of lignin and hemicellulose in black liquor 
into biomaterials (Vakkilainen and Välimäki 2009; Vak-
kilainen 2016).

Black liquor being the major waste other potential 
wastes include sawdust, sludges of different types, waste 
paper, and fly ash. The major inorganic type wastes from 
pulping and after-treatment stage include the dregs, 
lime mud, and grits. The different wastes are obtained 
as extracted from different pulp and paper industries are 
summarized (Fig. 6).

The sawdust (Fig. 6a) as woody material is composed of 
cellulose, lignin, and hemicelluloses (Bajpai 2018a). The 
cellulose composition of sawdust is by far higher than the 
lignin content. Accordingly, the interest in biomaterial 
synthesis relies on the cellulose component of the saw-
dust. The current preferably adapted extraction of cel-
lulose from sawdust involves the preparation of sawdust 
(drying, cutting, and conditioning); dissolution of wood 

Table 5 Potential pollutants from pulp and paper mill waste

S. N Main input Process step Pollutants

1 Raw material/wood Wood preparation Solid wastes and wastewater

2 Chemicals/energy Pulp manufacture Air emissions and used water

3 Process water Pulp washing/screening Dissolved material, residual chemicals, and wastewater

4 Chemicals/energy Pulp bleaching Air emissions, dissolved material, residual chemicals, and wastewater

5 Energy Pulp drying Air emissions

6 Energy/water/chemicals Paper manufacture Solid wastes, dissolved material, residual chemicals, and wastewater

Fig. 5 Black liquor: a Gross structure of black liquor; b Black liquor separation
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in appropriate ionic liquid, and precipitation of cellulose 
through the removal of lignin.

Another potential source of cellulose is wastewater 
treatment plants and recycled paper converters. The 
virgin or waste recycling sludge (Fig. 6b) constitutes cel-
lulosic materials. The mill sludge accounts for the main 
waste from pulp and recycled paper production. Pulp and 
paper mill sludge is an organic residual generated from 
wastewater treatments (Faubert et  al. 2016). Per unit of 
paper production 23.4% sludge is generated. The major 
components of the paper mill sludge are inorganic resi-
dues and organic cellulosic fines and fragments (Albu-
querque et  al. 2015; Abdullah et  al. 2015). The organic 
constitutes in primary sludge mainly consist of cellulosic 
fibers.

A noticeable quantity of cellulose can also be obtained 
from waste paper (Fig.  6c) which is a release of every 
paper utilizer with a huge amount from office and related 
service providers. Directly or as part of recycling residue, 
the waste paper is considered as a major source of cellu-
lose, and using appropriate cleaning and recycling proce-
dures the cellulose can be made use of as a raw material 
for biomaterial synthesis (Kim and Kim 2019).

Inorganic wastes (Fig. 6d) namely liquor dregs, calcite 
mud, and slacker grits are also considered as the major 
portion of solid waste in the mills (Quina and Pinheiro 
2020). These mineral wastes are generated during the 
chemical recovery process at the pulping mill. The green 
liquor dregs are obtained The inorganic biomasses con-
tain different types of minerals (Bird and Talberth 2008; 
Leponiemi 2008). The mineral Gipsite and Calcite are 
present in the dregs and the mud, whereas the minerals 

such as brucite, larnite, pirssonite, portlandite, and cal-
cite are ingredients of the biomass grits. The mineral 
content of these wastes can be made administered and 
used for making biomaterials.

The successive development in the pulp and paper mill 
has headed to the release of a large quantity of fly ash 
(Fig. 6e) as a result of combustion processes of waste bio-
mass. The elemental composition survey on fly ash from 
pulp and paper mills revealed that the ash consists of dif-
ferent minerals predominantly iron oxide, silica, and alu-
mina. The fly ash also consists of other metal oxides such 
as oxides of sodium, calcium, magnesium, potassium 
sulfur, and titanium  (Na2O, CaO, MgO,  K2O,  SO3, and 
 TiO2) in variable quantities. Through polymerization, the 
metal oxides can be converted to biopolymers for diversi-
fied end-use. The widely and adopted and conventionally 
established way of valorization of fly ash is geo-polym-
erization. In the polymerization process demand-driven 
three-dimensional aluminosilicate and similar materials 
so-called geopolymers are synthesized (Cherian and Sid-
diqua 2019; Sjöström and Westermark 1999).

Disposal technique
Waste management in pulp and paper mill
The pulp and paper mill generates a large volume of 
wastes with an estimate of around 100 tonnes per 550 
tonnes of pulp production. Though the toxicity of pulp 
and paper wastes is minimal appropriate disposal tech-
nique is required for appropriate management of the 
land, environment, and allied issues (Monte et al. 2009). 
As per the environmental policies recommend based on 
directives of the waste framework the landfill must be 

Fig. 6 Major wastes generated from pulp and paper mills: a sawdust; b sludge; c waste paper; d inorganic wastes (dregs, lime mud, grits); e Fly ash
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reduced by avoiding disposal of waste from industries. In 
certain cases, an obligation is placed for selected wastes 
to terminate as a waste resource.  The wastes from pulp 
and paper mills have a tremendous negative and adverse 
impact on the environment. Inherently high consump-
tion of water is the major cause, and the problems are 
wider in terms of generation of effluent and other wastes 
of solid and liquid type. These solid and liquid wastes 
along with air emissions require effective disposal and 
treatment approach (Bajpai 2015d).

Three different approaches can be used in pulp and 
paper mill waste management. The first choice is to mini-
mize waste in ensuring product efficiency, higher yield of 
materials, and lower waste management (Mladenov and 
Pelovski 2010). The second choice is to find a suitable 
way for reuse to maintain cost improvement and lower 
environmental approach. This could be done by mate-
rial or energy valorization of the generated wastes. The 
final option is landfilling which shall only be done when a 
choice is not an option.

In minimizing waste generation, it is necessary to 
cope up with established concrete environmental legis-
lations. In line with this concerns related to cost of dis-
posal, treatment technologies, and opt for new utilization 
schemes need to be taken into consideration. Different 
techniques are adopted for the reuse of the mill wastes 
which include burning or incineration, biofuel produc-
tion, gasification, pyrolysis, and anaerobic digestion (Baj-
pai 2015d; Mladenov and Pelovski 2010). As far as the 
application is concerned; for solid wastes incineration 
techniques is widely used, whereas anaerobic digestion 
is widely practiced for wastewater. Landfilling is still the 
most widely adopted disposal technique.

Current trends in the disposal of pulp and paper mill wastes
In the current world pulp and paper mill practice, both 
landfill and incineration techniques are applied for the 
disposal of waste. The opt for incineration and other 
reuse options differ from country to country and are 
based on technology availability and economic growth 
hierarchy (Ince et  al. 2011; Bahar et  al. 2011). Most of 
the solid wastes generated from pulp and paper mills are 
disposed of as landfills. Landfilling with its critical limi-
tations regarding increasing volumes and the possibility 
of hazardous substances is still the most widely used dis-
posal technique by pulp and paper mills. The hazardous 
matters in the watercourse impose environmental dan-
gers as well. As far as the context in most of the devel-
oping countries is concerned most of the waste is still 
landfilled and some are incinerated.

The black liquor is incinerated or gassed as a source of 
fuel energy and where the technology is not available it 
as well is discarded as a landfill. Rejects are dewatered 

and burnt for energy recovery (Bahar et al. 2011; Naqvi 
et al. 2010a). Other wastes like sawdust and woody mat-
ters are also discarded in the landfill. The destination of 
liquor dregs, grits, lime mud, and mill ash is the landfill 
after dewatering and drying.

The wastewater sludge is disposed of through a burn-
ing approach. The conventional sludge treatment pro-
cess includes the thickening of the sludge waste which is 
dehydrated by mechanical means. The prepared sludge 
is incinerated at optimal conditions. In the pretreatment 
process blending of sludges is done with the addition of 
polymer and dewatering is carried out to obtain a dry 
solid content of 25–40%. Incineration which is the widely 
practiced internal route for biofuel production in pulp 
and paper mills is carried out. The deinking sludge from 
recycled paper production can be incinerated or reused 
in other mills (Faubert et al. 2016).

Current uses of pulp and paper mill waste
The pulp and paper mill waste have different chemical 
constituents and physicochemical characteristics. Based 
on their chemical and physical properties the wastes are 
widely used in conventional and industrial applications. 
As most of these wastes are mainly based on woody fea-
tures comprising lignocellulosic behavior they are used as 
fuel or energy sources for pulp and paper mill or other 
industries (Simão et  al. 2018; Sarkar et  al. 2017). Many 
are used for construction and building as potential and 
economic substitutes. The major schemes and sectorial 
applications followed in the current utilization of wastes 
from pulp and paper mill are summarized (Table 6).

Table 6 Current uses of pulp and paper major wastes

S. N. Type of waste Utilization scheme Industry

1 Black liquor Energy Pulp and paper

2 Sawdust Furniture and building Construction

3 Sludge Compost Agriculture

Energy Pulp and paper

Cement base Construction

4 Fly ash Binder Components Construction

Soil Amendments Agriculture/Forestry

Cementitious Material Construction

5 Dregs Fertilizer Agriculture

Wastewater treatment Environmental tech-
nology

6 Grits Building Construction

7 Lime mud Fertilizer Agriculture

Building Construction

Stabilization Environmental tech-
nology
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The incinerated black liquor in recovery boilers 
is used in pulp and paper mills as an optional energy 
source as it provides steam. It is also possible to reclaim 
pulping chemicals for reuse. The current and alterna-
tive technology for reuse is the gasification of black 
liquor. This process has the potency to replicate the 
amount of production energy used in the pulp and 
paper mill (Naqvi et al. 2010b). The sawdust as well can 
be used as a secondary raw material for pulp produc-
tion and recycled for paper manufacturing (Srinivasa-
kannan and Bakar 2004). It can also be used as filler for 
the manufacturing of bricks and cement material in the 
field of construction.

The sludge from pulp and paper mills can be recycled 
via different routes. Mainly the sludge can be used in 
construction and energy and as a chief source of energy. 
The suitability of sludge for utilization in power genera-
tion is the inherent compounds present in the sludge that 
are organic with a high degree of combustibility.

Commonly cement plants use fly ash as their raw mate-
rial together with other ingredients. Fly ash is also used 
as fertilizer in modern agricultural practice. The suitabil-
ity especially in cement application is due to the inherent 
high strength to weight ratio of fly ash as compared with 
other cement materials. This is also supplemented by car-
bon footprint and minimal energy consumption which 
makes fly ash a replacement for cement in cost-effective 
construction and eco-efficient geotechnical applica-
tions (Cherian and Siddiqua 2019). It can also be used 
as an immobilizer of pollutants. Their physical proper-
ties such as mechanical resistance and durability make 

the fly ashes used in concrete systems utilized in hostile 
environments.

The inorganic wastes from pulp and paper mills have 
been engineered for different applications (Fig. 7). Green 
liquor dregs have shown promising effects for correct-
ing soil acidity and fertilizer. Dregs have also been used 
in wastewater treatment. The inorganic grits are mainly 
composed of calcium carbonate and can be used for the 
replacement of calcareous raw materials such as in build-
ing and construction (Quina and Pinheiro 2020).

Agriculturalists already investigated the lime mud can 
be used in soil healing such as for fertilizing and remedial 
agents. Compositionally lime mud is similar to the com-
mercially available calcium carbonate and can be used as 
a potential substitute and replacement in building mate-
rials. The crude carbonate component of lime mud pro-
vides high alkalinity which makes the use of lime mud 
in precipitation and immobilization of heavy metals in 
watery streams, removal of phosphorus, and stabilization 
of sewage sludge.

Utilization of pulp and paper waste: future prospects
Most of the pulp and paper mill wastes in developing 
countries adopt recycling for lower grade paper; recy-
cling being the only used pulp and paper mill waste 
utilization method. The scope and technology for utili-
zation of the different wastes for other industrial appli-
cations are practically not available and not attempted 
(Raut et al. 2012; de Alda 2008). The biomass from pulp 
and paper mill is composed of different ingredients. The 
major wastes of biomaterial concern from these mills are 

Fig. 7 Current utilization of pulp and paper mill inorganic wastes (GLD green liquor dregs, SG slacker grits, LM lime mud, BFA boiler fly ash)
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black liquor, woody residues including sawdust, sludges 
of different types, and fly ash.

An abundant quantity of the mill wastes is disposed 
to landfill, and some are incinerated. Instead using an 
appropriate biorefinery approach, it is possible to extract 
different ingredients from the biomass for versatile utili-
zation as a biomaterial in different fields of applications. 
Through the biorefinery approach environmental pol-
lution is reduced or eliminated, product substitution is 
enhanced. Furthermore, the allied spinoff company for 
biomaterials and the industrial-scale prospect will boost 
the economic growth. The potential ingredients of cur-
rent concern from the biomass are identified (Table  7). 
Based on the characteristics of ingredients in each bio-
mass potential beneficiation routes are proposed for high 
value-added materials (Simão et  al. 2018; Rajput et  al. 
2012).

The general challenges with regards to the forecasted 
application of pulp and paper industry wastes as high 
value-added materials can be broadly classified into three 
patterns. One major challenge is the lower yield from 
each biomass in terms of the continuous supply of certain 

waste types. The lower yield of biomaterial ingredients 
from selected biomass can be enhanced by the integra-
tion of pulp and paper industries especially in develop-
ing countries like Ethiopia. Another challenge which is 
still prominent in developing countries is the availability 
of suitable and integrated waste to energy and related 
biorefinery system (Ismail and Nizami, 2016; Diep et al. 
2012). This directly affects the mass production of high 
valued-added materials from pulp and paper industry 
biomass. The other potential challenge is the adequacy of 
labor in terms of skill as the production of the high value-
added biomaterials requires stringent control allied with 
health and environmental safety concerns and regula-
tions. There are also specific challenges in terms of each 
high-value-added biomaterial addressed in the review. 
These challenges need critical investigation and can be 
amended with versatile possibilities as far as continuous 
marketability of the biomaterials and their high value-
added application is targeted.

Beneficiation of black liquor for high value‑added 
materials
High‑performance carbon fiber from black liquor lignin
There is an estimated 70 million tonnes of lignin from 
pulping processes worldwide (Dessbesell et  al. 2020; 
Bajwa et al. 2019). Structurally lignin is a heterogeneous 
aromatic polymer and consists of  mainly three precur-
sors: p-coumaryl alcohol, coniferyl alcohol, and sinapyl 
alcohol (Fig. 8) (Chen 2012). It is a natural macromolecu-
lar with multiple aromatic ring compounds consisting of 
hydrophobic non-polar substructures of phenyl propane 
and polar groups like carboxyl.

Table 7 Potential ingredients available from pulp and paper mill 
waste

S. N Type of waste Potential ingredients

1 Black liquor Lignin, xylan

2 Sawdust /woody residues Cellulose

3 Sludges Cellulose

4 Fly ash Minerals

Fig. 8 Major precursors of lignin (a) typical structural model of lignin (b)
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Several approaches have been used to purify the spent 
black liquor for the production of pure lignin (Hubbe 
et al. 2019; Xinde 1996). Acidification via precipitation 
is the most prominent. The extraction involved pre-
cipitation of the black liquor in acid solution, coagula-
tion, and removal of lignin (Norberg 2012; Olsson et al. 
2017; Bengtsson et al. 2018).

The biomaterial options for lignin are versatile. The 
modern interest in carbon fibers is very crucial, and 
lignin is one of the important biomasses for the pro-
duction of carbon fibers. Carbon fiber is known for its 
extremely high strength-to-weight ratio which makes 
it an ideal engineering material for a load-bearing ele-
ment in lightweight high-performance composites. 
The versatile application of carbon fiber in the modern 
industry especially in composites is related to its low 
density and excellent mechanical properties.

High-performance carbon fibers are currently pro-
duced primarily from polyacrylonitrile (PAN). Carbon-
rich precursor fiber with a carbon content of more than 
90% is required for the manufacturing of carbon fibers. 
Once the precursor is availed the transformation is car-
ried out in a two-stage thermal process. The delicate 
and rigorous web spinning process used for polyacry-
lonitrile-based precursors is one of the bottlenecks in 
the cost-effective manufacturing of carbon fiber. Half 
the cost of manufacturing carbon fiber is spent in mak-
ing the PAN precursor (Bengtsson et al. 2019). Another 
potential limitation of using PAN precursors is the raw 
materials are fossil-based which entails a high cost. 
The high price of carbon from the perspective of raw 

materials and production cost is the driving force of 
finding cheaper and renewable alternatives.

A potential and interesting substitute precursor for 
carbon fiber production is lignin. It can be utilized for 
the production of a high volume of carbon fibers for a 
multitude of applications. This is possible, because espe-
cially the lignin from kraft pulp consists of high carbon 
content of around 60–65% and the lignin is available in 
huge quantity. This also makes lignin a promising alter-
native precursor based on high yield after processing 
into carbon fiber (Olsson et al. 2017; Hubbe et al. 2019). 
The lignin can be used as a potential precursor for car-
bon fiber production by incorporating appropriate spin-
ning and carbonization processes. The most common 
way of manufacturing carbon fibers from lignin involves 
melt spinning to produce precursor fibers, thermo-stabi-
lization (200–350  °C), and carbonization (over 1000  °C 
under nitrogen atmosphere) to produce carbon fibers 
(Fig. 9). Wet spinning can also be used when rheological 
problems are encountered in melt spinning. It is reported 
that greater than 35% of manufacturing cost is reduced 
using renewable lignin as a precursor in carbon fiber pro-
duction (Bengtsson et  al. 2018; Gbenebor and Adeosun 
2019). The challenges in regards to lignin to carbon fiber 
conversion are the availability of fiber spinning technolo-
gies (Souto et al. 2018) in some countries which limit the 
product diversification scheme.

Bioplastics from black liquor hemicellulose
The hemicellulose from black liquor consists of xylan 
among other ingredients (Yang et  al. 2019a; Liu et  al. 
2012). The polysaccharide-based xylans are made 

Fig. 9 Spinning of lignin into carbon fiber (Gbenebor and Adeosun 2019)
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up of β-1,4-linked xylose residues. They consist of 
α-arabinofuranose and α-glucuronic acids pendant 
branches that contribute to cross-linking of cellulose 
microfibrils and lignin through ferulic acid residues.

Xylan can be extracted from several locations in the 
pulp mill. During kraft pulping, xylan is partly dissolved 
in the cooking liquor but part of it will be redeposited 
onto the fibers in the later parts of the cook. The dis-
solved xylan can be isolated from black liquor for its utili-
zation in the production of different biomaterials. Among 
the different methods used for xylan extraction, those 
utilizing alkali are most commonly and widely used.

Xylan is constituted by the black liquor along with frac-
tions lignin fractions. The extraction of xylan from black 
liquor requires two-step precipitation. First, black liquor 
acidification is conducted and this is followed by precipi-
tation by ethanol which ultimately provides the fractions 
of xylan (Stoklosa 2014). The xylan hemicellulose separa-
tion is done using potassium hydroxide (KOH) for hard-
wood and sodium hydroxide for softwood in aqueous 
media. The mechanism of separation of the hemicellulose 
is achieved through hydrolysis which involves the break-
age of ester linkages between xylan and other alkaline 
black liquor components.

Xylan can be biorefined into lactic acid (Fig.  10). 
First, xylan is converted to low molecular weight sugars 
by hydrolysis using enzymes or chemically using acid 
hydrolysis. Then the resulting low molecular weight sug-
ars can be converted to lactic acid by fermentation or 
alkali oxidation. Biomass-derived lactic acid is an impor-
tant renewable chemical building block for synthesiz-
ing bioplastics (Fernández-Rodríguez et  al. 2019; Chen 

2012). Polylactic acid (polylactide) used as a precursor for 
plastics can be obtained by polymerization of a lactic acid 
refinery of xylan.

Polylactic acid (polylactide) [PLA] is biodegradable as 
well as recyclable polyester made from renewable  feed-
stock. PLA is synthesized by the condensation polym-
erization of lactic acid or ring-opening polymerization 
of the corresponding lactide. As one of the highly biode-
gradable and crystalline polymers the lactic acid polymer 
(PLA) has a high melting point and outstanding mechan-
ical characteristics (Gordobil et  al. 2015; Singhvi et  al. 
2019). It can be used for bioplastic manufacturing used 
for different engineering applications. Biomaterials of 
versatile need can be obtained from PLA using advanced 
manufacturing techniques such as electrospinning, espe-
cially for medical products. The major challenges in con-
version and utilization of xylan are of two ways. One is 
the difficulty in obtaining fully purified xylan with the 
grade required for polymer production and the other is 
the lower melting pint of the PLA produced which limits 
its application for high-performance materials. Different 
researches are ongoing especially in maximizing extrac-
tion effectiveness of xylan and usage of modified polym-
erization and spinning technologies for manufacturing 
higher grade PLA products.

Beneficiation of cellulose for high value‑added materials
Production of cellulose nanocrystals [CNC] from cellulosic 
residues
Nanocellulose is a unique and promising natural com-
pound derived from ordinary biomass. It is currently 
the most environmentally friendly compound that is 

Fig. 10 Xylan to PLA route
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techno-feasible and cost-effective, and also reduces 
effluent production (Clemons 2016). Nanocellulose 
has retained significant attention due to its tremendous 
functionality, i.e., greater surface chemistry, extraor-
dinary biotic possessions, low toxicity, low cost, lower 
density, and significant mechanical properties. Cellulose 
Nanocrystals have many important physical properties 
Nanocrystalline cellulose has high heat stability which 
makes it suitable as a potential engineering material for 
aggressive temperature environments and its morphol-
ogy with regards to small size and shape can be managed 
for different applications in solutions (Feng et  al. 2015; 
Aguayo et al. 2018). The cellulose from the different waste 
sources in pulp and paper mills can be converted into cel-
lulose nanocrystals (CNC) for wider application as a bio-
material in diversified fields of application (Fig. 11).

CNC is needle-shaped and highly crystalline material 
produced from cellulose pulp (Clemons 2016). The out-
looked application of CNC is very wide and mostly its use 
in medical and industrial fields is tremendous. CNC can 
be used for the fabrication of medical products such as 
artificial skin, breast implants, versatile hygiene products, 
tissue-engineered materials, wound dressings, and drug 
delivery biomaterials. Industrially CNC can be used for 
the automotive interior, cosmetics industry, acoustics/
photonics, build-tech, and different packaging materials.

Cellulose fiber is a key and characteristic component 
in pulp and paper mill sludge and is also constituted 
by sawdust and other woody residues (Aguayo et  al. 
2018). Cellulose is an important biopolymer that con-
sists of semicrystalline regions which are responsible 

for the outstanding mechanical properties of the poly-
mer. Cellulose as macromolecule is composed of many 
cellobiose repeat units which themselves are made 
up of glucose monomeric units (β-glucose) via β-1,4-
glycosidic linkages. The individual extended cellulose 
chains are parallel to each other and the inherent stabil-
ity and crystallization of cellulose polymers are due to 
the presence of extensive intramolecular and intermo-
lecular hydrogen bonds.

In pulp and paper mills different conventional pro-
cesses are used to recover cellulose from wastewater. 
The process of separation of cellulose from dried sludge 
is done using ionic liquid-based segregation techniques 
which involve cellulose precipitation from the sludge 
(Gibril et  al. 2018). Direct extraction and utilization 
of cellulose from sawdust and woody matters are also 
possible.

The production of CNC from cellulose is an emerging 
possibility for the diversified utilization of trees for bio-
materials (Fig. 12). A biorefinery approach can be used 
to convert cellulose from pulp and paper mill waste into 
nanocrystalline cellulose (Souza et  al. 2017). The pro-
duction of nanocellulose is attained by a two-step pro-
cess (Clemons 2016). In the first step, the pretreatment 
process of native cellulose biomass is done which yields 
treated cellulose fibers. While in the second step, pre-
treated cellulose fibers are converted into nanocellulose 
using various routes, e.g., high-pressure homogeniza-
tion, micro fluidization, micro grinding, high-intensity 
ultra-sonication, electrospinning, and steam explosion.

Fig. 11 Multitude application of CNC biomaterial
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Method of synthesis of CNC generally adopts break-
down of cellulose chains to the desired nanoconfigura-
tion via different techniques. The chemical and biological 
techniques utilize different chemicals and enzymes, while 
the physical technique involves the mechanical break-
down of the cellulose chains. The chemical process 
mainly involves hydrolysis using acids and alkalis or a 
series of reagents by the partial breaking of glucosidic 
bonds for obtaining the CNC. The four steps in the syn-
thesis of CNC via mechanical method are high-pressure 
homogenization, fluidization to micro-level, grinding to 
fine particles, and finally smashing under freezing condi-
tions. Conventionally combined methods are utilized for 
optimized processes and characteristics of the cellulose 
nanocrystal (Song et  al. 2019). The biological and com-
bined methods of the CNC synthesis method employed 
for hydrolysis minimize concerns with regards to envi-
ronmental pollution. The production technique of CNC 
is well-practiced; ensuring high-grade purity of the cel-
lulose with well-advanced extraction technology could 
eliminate the associated challenges in terms of high 
value-added products especially those used for medical 
items.

Synthesis of textile fibers from dissolving pulp
Dissolving pulp has versatile applications. Dissolving 
pulp can be used as a source of pulp for the paper mill 
(Kihlman 2012). This is particularly important as eco-
nomic support for developing countries that are entirely 
based on imported pulp. Besides many chemicals used 

in washing and value additions in wet and chemical 
processing industries such as detergents, softeners, and 
binders can be produced using dissolving pulp as a pre-
cursor. These chemicals are cellulose ether-based and can 
be extracted from the dissolving pulp.

Dissolving pulp besides its utilization as raw material 
for the paper mill and surfactant synthesis it can be used 
for the manufacturing of textile fibers (Ma et  al. 2011). 
The dissolving pulp can be prepared from cellulosic 
wastes using the same pulping route described in the cur-
rent review and can be utilized for the making of viscose 
rayon and cellulose acetate fibers (Woodings 2001). Once 
the required grade of dissolving pulp is availed viscose 
rayon can be manufactured using wet spinning technol-
ogy and cellulose acetate is manufactured using dry spin-
ning technology. The manufactured viscose rayon and 
acetate fibers have diversified applications (Fig. 13).

The use of dissolving pulp as a precursor for the man-
ufacture of commodity textile fibers has an economic 
impact on developing countries that entirely depend on 
using a single fiber such as cotton for the production 
of textile materials. In the region of concern, where the 
supporting data for availability study is conducted it has 
been described that the paper mill entirely depends on 
the imported pulp and it is not possible to produce and 
market the important textile fibers. It is vital to con-
sider the economic advantage of producing potential 
fibers from indigenous pulp and paper wastes. Modern 
manufacturing techniques such as dry jet wet spinning 
and electrospinning techniques can be utilized for the 

Fig. 12 Extracting CNC from trees
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manufacturing of different grades of fibers, especially for 
high-performance applications. The major challenge in 
the utilization of pulping waste as a precursor for textile 
fibers is the limited availability of fiber manufacturing 
units in areas, where resources are abundant; and associ-
ated yield-related problems for producing textile fibers as 
per the global demand.

Biocomposites from pulp and paper mill waste
The global concerns for a safe environment and risk min-
imized livelihood of society are high. With this regard 
issues that need immediate intervention are the highest 
priorities of global nations. As far as feasible interven-
tions are concerned focus needs to be given on increas-
ing cost of petroleum and the allied depletion and 
frameworks in line with new environmental regulations. 
To this end engineering materials which have a vital 
impact in replacing existing petroleum-based materials 
and which are capable of addressing the environmental 
legislations are required. This was the rationale behind 
seeking eco-friendly green substitutes especially biocom-
posites for modern engineering applications (Soucy et al. 
2014; Manesh 2012).

Renewable lignocellulosic materials are suitable for 
the reinforcement of polymers and provide biocompos-
ites for the relevant industry. Such kinds of production 
trends provide relief with regards to problems encoun-
tered in using petroleum-based composites. These fre-
quently available resources provide a remedial solution 
with regards to the production of attractive, sustain-
able, cost-effective, and eco-friendly materials so-called 

biocomposites with a safe environment as a result of pre-
ferred disposal and reuse options (Schorr et al. 2014).

The fly ash and other mineral-based wastes from pulp 
and paper mill are underutilized and fully discarded 
especially in developing countries (Novais et  al. 2018). 
The fly ash is entirely composed of metal oxide minerals. 
Though it is not a concern of the present review the grits, 
dregs, and lime muds have also plenty of mineral con-
tent for specific biomaterial applications. The biomaterial 
which can be obtained by a suitable biorefinery technique 
from fly ash can be used for versatile engineering appli-
cations as a biocomposite. The prospective application of 
fly ash as a biomaterial is by converting the minerals into 
their polymer counterpart via geo-polymerization which 
normally are referred to as geopolymers (Mohammadka-
zemi 2018; Yoon-moon and Naik 2005).

Depending on the end-use the geopolymers can be 
incorporated in manufacturing composite materials 
mainly as the reinforcing component of the biocompos-
ite. A polymer of fly ash that can be used for biocompos-
ite is synthesized using predefined steps. The major step 
involves treatment with highly alkaline liquors such as 
using aqueous caustic soda in combination with silicate 
compounds such as sodium silicate in a process called 
alkali activation (Saeli et al. 2019; Rajamma et al. 2012). 
The highly alkaline environment will lead to the break-
ing of silica and alumina bonds in the fly ash which pro-
vides conditions for the dissolution of free silicon and 
aluminum ions. The reaction between the free silicon 
and aluminum ions with active alkali ions leads to the 
formation of an intermediate precursor which up on 

Fig. 13 Dissolving pulp beneficiation: regenerated fibers
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precipitation reorganize into the polymeric three-dimen-
sional aluminosilicate structures.

Besides fly ash, sawdust from the pulp and paper mill 
waste is another potential source for the manufactur-
ing of biocomposite (Zhang et al. 2020). Sawdust which 
mainly constitutes cellulose can be used in blending for 
synergistic enhancement of the reinforcement of the 
composite structures. The inherent biodegradability 
made it a preferred raw material in biocomposite applica-
tions (Zhang et al. 2020; Jiang et al. 2009).

Through advanced composite engineering and charac-
terization, different biocomposites can be manufactured 
from sawdust and fly ash and modeled for a multitude of 
applications. The diverse applications of biocomposite 
from fly ash and saw dust-based biomaterials are summa-
rized (Fig. 14). Both sawdust and fly ash-based biomate-
rial provide high heat resistant biocomposite suitable for 
high-performance applications. The biocomposite from 
sawdust cellulose can be used in the manufacturing of 
automotive interior, different boards, furniture, packag-
ing, and so on, whereas fly ash based biocomposite can 
be used in the production of civil engineering materials 
mainly in construction technology (Zhang et  al. 2020; 
Akampumuza et al. 2017; El‐Meligy et al. 2004). In both 
fly ash and sawdust systematic collection of sample raw 
material for biorefinery needs attention as they mostly 
are lightweight and interfere with a feasible collection. 
Improper management of sample collection could result 
in disturbance of the working environment and personal 
safety through inhalation needing high priority of condi-
tioning at work stations.

Conclusions
Pulp and paper mills release a large amount of waste 
globally. Most of these wastes are directly disposed to 
landfills with minimal incineration and nil recycling. 
Though there are trials for the reuse of these wastes in 
some of the developed world the trend is almost none in 
developing countries. The present review has shown that 
the pulp and paper mill biomass; besides their conven-
tional use, can be converted into biomaterials that have 
high value for versatile applications. It is revealed that the 
biomass generated from the mills provides ingredients 
for the synthesis of biomaterials such as lignin, hemicel-
lulose, cellulose, and various minerals. The paramount 
importance of biomass ingredients is that they can be 
converted into high value-added biomaterials using an 
appropriate biorefinery system. With this regard, a pos-
sibility is observed that potentially important engineer-
ing materials such as carbon fiber, bioplastic, and fibers, 
CNC, and biocomposites can be manufactured from 
waste biomass for diversified engineering applications. 
The synthesized biomaterials through appropriate and 
feasible technologies will be useful for the manufac-
turing of versatile bio-based products that are used in 
widespread conventional, high-performance, and smart 
applications. Future study will entail extensive research 
and development work to develop appropriate tech-
nologies for their full utilization and commercialization 
as a source of some of the proposed applications men-
tioned in this review. In so doing dual the impact of the 
newly investigated materials is realized both from the 
economic point of view through product diversification 

Fig. 14 Possible applications of biocomposites from pulp and paper mill waste
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and environment aspects in protection and hazard 
minimization.

Acknowledgements
The authors would like to acknowledge the Higher Education and TVET pro-
gram Ethiopia-Phase 3, PE479-Higher Education, KFW project No. 51235, and 
BMZ No. 201166305 for the financial support of this research.

Authors’ contributions
AH, GGG, TT, WM, MAM, AA and DYL of this review paper have directly partici-
pated in the planning, execution, or analysis of this study with the due role of 
the corresponding author in overall coordination as well. All authors read and 
approved the final manuscript.

Funding
The prerequisite funding support is from the Higher Education and TVET 
program Ethiopia, KFW Project, and Ethiopian Institute of Textile and Fashion 
Technology, Bahir Dar University. No other funding.

Availability of data and materials
All data and materials are availed in the manuscript and no additional input is 
required.

Declarations

Ethics approval and consent to participate
Not applicable.

Consent for publication
Not applicable.

Competing interests
The authors declare that they have no competing interests.

Received: 28 January 2021   Accepted: 19 April 2021

References
Abdullah R, Ishak CF, Kadir WR, Bakar RA (2015) Characterization and feasibility 

assessment of recycled paper mill sludges for land application in rela-
tion to the environment. Int J Environ Res Public Health 12:9314–9329

Aguayo MG, Fernández pérez A, Reyes G, Oviedo C, Gacitua W, Gonzalez R, 
Uyarte O (2018) Isolation and characterization of cellulose nanocrystals 
from rejected fibers originated in the kraft pulping process. Polymers 
10:1145

Ai T, Dong X, Ai D (2007) Process for causticizing green liquor in chemical 
recovery from black liquor in alkaline pulping. Google Patents, London

Akampumuza O, Wambua PM, Ahmed A, Li W, Qin XH (2017) Review of the 
applications of biocomposites in the automotive industry. Polym 
Compos 38:2553–2569

Akbari M, Oyedum AO, Jain S, Kumar A (2018) Options for the conversion 
of pulp and paper mill by-products in Western Canada. Sustainable 
Energy Technol Assess 26:83–92

Albuquerque A, Scalize PS, Ferreira NC, Silva F (2015) Multi-criteria analysis for 
site selection for the reuse of reclaimed water and biosolids. Revista 
Ambiente Água 10:22–34

Al-Dajani WW, Tschirner UW (2008) Pre-extraction of hemicelluloses and 
subsequent kraft pulping Part I: alkaline extraction. Bioprod Biosyst Eng 
18:54

Alen R (2019) Chapter 3A-pulp mills and wood-based biorefineries. Industrial 
Biorefineries & White Biotechnology, de Pandey, A., Hofer, R., Larroche, C., 
Taherzadeh, M., Nampoothiri, M, 91–126.

Angevine PA (1998) Process for removing and washing dregs from green 
liquor in a kraft pulp mill. Google Patents, London

Armstrong AD, Bentley KM, Galeano SF, Olszewski RJ, Smith GA, Smith JR 
(1998) The pulp and paper industry. Ecol Ind 12:86

Asmare G (2017) Pulp production and optimization from cotton stalks. Berhan 
Int Res J Sci Hum 1:18–29

Bahar K, Zeynep C, Orhan I (2011) Pollution prevention in the pulp and paper 
industries. Environ Manag Pract 5:223–246

Bajpai P (2011) Environmentally-friendly production of pulp and paper. Wiley
Bajpai P (2013) Pulp bleaching and bleaching effluents. Springer, Bleach Plant 

Effluents from the Pulp and Paper Industry
Bajpai P (2015c) Green chemistry and sustainability in pulp and paper industry. 

Springer
Bajpai P (2015d) Management of pulp and paper mill waste. Springer
Bajpai P (2015a) Basic overview of the pulp and paper manufacturing process. 

Green chemistry and sustainability in pulp and paper industry. Springer, 
Berlin

Bajpai P (2015b) Generation of waste in pulp and paper mills. Springer, Man-
agement of Pulp and Paper Mill Waste

Bajpai P (2018b) Brief description of the pulp and papermaking process. 
Springer, Biotechnology for pulp and paper processing

Bajpai P (2018a) Biermann’s handbook of pulp and paper: paper and board 
making, vol 2. Elsevier, New York

Bajwa D, Pourhashem G, Ullah A, Bajwa S (2019) A concise review of current 
lignin production, applications, products, and their environmental 
impact. Ind Crops Prod 139:111526

Bank W (1999) Pollution prevention and abatement handbook, 1998: Toward 
cleaner production. The World Bank, London

Bengtsson A, Bengtsson J, Olsson C, Sedin M, Jedvert K, Theliander H, Sjoholm 
E (2018) Improved yield of carbon fibres from cellulose and kraft lignin. 
Holzforschung 72:1007–1016

Bengtsson A, Bengtsson J, Sedin M, Sjoholm E (2019) Carbon fibers from 
lignin-cellulose precursors: effect of stabilization conditions. ACS Sus-
tainable Chem Eng 7:8440–8448

Bird M, Talberth J (2008) Waste stream reduction and re-use in the pulp and 
paper sector. Center for Sustainable Economy, New Mexico 

Brannvall E (2009) Overview of pulp and paper processes. Pulp Chem Technol 
2:1–13

Cabreha MN (2017) Pulp mill wastewater: characteristics and treatment. Biol 
Wastewater Treat Resour Recov 15:119–139

Camberato J, Gagnon B, Angers D, Chantigny M, Pan W (2006) Pulp and paper 
mill by-products as soil amendments and plant nutrient sources. Can J 
Soil Sci 86:641–653

Carroll B, Turpin T (2002) Environmental impact assessment handbook: A 
practical guide for planners, developers, and communities. Thomas 
Telford, Berlin

Chakar FS, Raguaskas AJ (2004) Review of current and future softwood kraft 
lignin process chemistry. Ind Crops Prod 20:131–141

Chen K (2012) Bio-renewable fibers extracted from lignin/polylactide (PLA) 
blend. Mater Sci 1:1. https:// doi. org/ 10. 31274/ ETD- 180810- 385

Cherian C, Siddiqua S (2019) Pulp and paper mill fly ash: A review. Sustain-
ability 11:4394

Clemons C (2016) Nanocellulose in spun continuous fibers: a review and 
future outlook. J Renewable Mater 4:327–339

De Alda JAO (2008) Feasibility of recycling pulp and paper mill sludge in the 
paper and board industries. Resour Conserv Recycl 52:965–972

Dessbesell L, Paleologuo M, Leitch M, Pulkki R, Xu CC (2020) Global lignin sup-
ply overview and kraft lignin potential as an alternative for petroleum-
based polymers. Renew Sustain Energy Rev 123:109768

Diep NQ, Sakanishi K, Nakagoshi N, Fujimoto S, Minowa T, Tran XD (2012) 
Biorefinery: concepts, current status, and development trends. Int J 
Biomass Renew 2:1–8

Diesen M, Yhdistys SP-I, Press T, Oy F (1998) Economics of the pulp and paper 
industry. Fapet oy Helsinki, New York

Dimmel D, Gellerstedt G (2009) 10 Chemistry of alkaline pulping. Lignin Lign 
15:349 

Đurdevic D, Trstenjak M, Hulenic I (2020) Sewage Sludge Thermal Treatment 
Technology Selection by Utilizing the Analytical Hierarchy Process. 
Water 12:1255

El-Meligy MG, El-Zawawy WK, Ibrahim MM (2004) Lignocellulosic composite. 
Polym Adv Technol 15:738–745

Enayati AA, Hamzeh Y, Mershokriei SA, Molaii M (2009) Papermaking potential 
of canola stalks. BioResources 4:245–256

Environmental I (2007) Health, and safety guidelines–pulp and paper mills. 
International Finance Corporation, World Bank Group, Washington

https://doi.org/10.31274/ETD-180810-385


Page 21 of 22Haile et al. Bioresour. Bioprocess.            (2021) 8:35  

Eugenio ME, Ibarra D, Martin-Sampedro R, Espinosa E, Bascon I, Rodriguez A 
(2019) Alternative raw materials for pulp and paper production in the 
concept of a lignocellulosic biorefinery. Cellulose 12:78 

Faubert P, Barnabe S, Bounchard S, Cote R, Villeneuve C (2016) Pulp and paper 
mill sludge management practices: What are the challenges to assess 
the impacts on greenhouse gas emissions? Resour Conserv Recycl 
108:107–133

Feng X, Meng X, Zhao J, Miao M, Shi L, Zhang S, Fang J (2015) Extraction and 
preparation of cellulose nanocrystals from dealginate kelp residue: 
structures and morphological characterization. Cellulose 22:1763–1772

Fernandez-Rodriguez J, Erdocia X, Hernandez-Ramos F, Alriols MG, Labidi J 
(2019) Lignin separation and fractionation by ultrafiltration. Separation 
of functional molecules in food by membrane technology. Elsevier, 
London

Gavrilescu D (2004) Solid waste generation in kraft pulp mills. Environ Eng 
Manag J 3:87

Gavrilescu D, Puitel AC, Dutuc G, Craciun G (2012) Environmental impact of 
pulp and paper mills. Environ Eng Manage J 11:81–85

Gbenebor OP, Adeosun SO (2019) Lignin conversion to carbon fibre. Sustain-
able lignin for carbon fibers: principles, techniques, and applications. 
Springer, Berlin 

Gellerstedt G (2009) Chemistry of chemical pulping. Pulp Chem Technol 
2:91–120

Gibril ME, Lekha P, Andrew J, Sithole B, Tesfaye T, Ramjugernath D (2018) Ben-
eficiation of pulp and paper mill sludge: Production and characteriza-
tion of functionalized crystalline nano-cellulose. Clean Technol Environ 
Policy 20:1835–1845

Gopal P, Sivaram N, Barik D (2019) Paper industry wastes and energy genera-
tion from wastes. Energy from toxic organic waste for heat and power 
generation. Elsevier, Berlin

Gordobil O, Delucis R, Egues I, Labidi J (2015) Kraft lignin as filler in PLA to 
improve ductility and thermal properties. Ind Crops Prod 72:46–53

Gupta GK, Liu H, Shukla P (2019) Pulp and paper industry-based pollutants, 
their health hazards, and environmental risks. Current Opinion in Envi-
ronmental Science & Health 12:48–56

Hammett A, Youngs RL, Sun X, Chandra M (2001) Pulp and paper industry"? 
Holzforschung 55:219–224

Hubbe MA, Alen R, Paleologou M, Kannangara M, Kihlman J (2019) Lignin 
recovery from spent alkaline pulping liquors using acidification, mem-
brane separation, and related processing steps: A review. BioResources 
14:2300–2351

Huber P, Burnet A, Petit-Conil M (2014) Scale deposits in kraft pulp bleach 
plants with reduced water consumption: A review. J Environ Manage 
141:36–50

Ince BK, Cetecioglu Z, Ince O (2011) Pollution prevention in the pulp and 
paper industries. Environ Manag Pract 15:224–246

Ismail, I. & Nizami, A. 2016. Waste-based biorefineries in developing countries: 
an imperative need of time. In: Canadian society for civil engineering: 
14th international environmental specialty conference, in London, 
Ontario, Canada, 1–4.

Jahan MS, Nasima Chowdhury D, Islam MK, Moynul Hasan A (2004) Kraft pulp-
ing of Bangladeshi cotton stalks. Bangl J Sci Ind Res 39:139–146

Jiang Y-T, Zhuang XW, Pan X (2009) Preparation of imitated wood composites 
from sawdust and lignin. Biomass Chem Eng 4:79

Karak T, Bhagat R, Bhattacharyya P (2012) Municipal solid waste generation, 
composition, and management: the world scenario. Crit Rev Environ Sci 
Technol 42:1509–1630

Kihlman M (2012) Dissolution of cellulose for textile fiber applications. Karlstad 
University Press, Karlstad

Kim HC, Kim J (2019) Waste paper: a potential source for cellulose nanofiber 
and bio-nanocomposite applications. Springer, Berlin

Kinnarinen T, Golmaei M, Jernstrom E, Hakkinen A (2016) Separation, treat-
ment, and utilization of inorganic residues of chemical pulp mills. J 
Cleaner Prod 133:953–964

Landrigan PJ, Fuller R (2015) Global health and environmental pollution. 
Springer

Leponiemi A (2008) Non-wood pulping possibilities-a challenge for the chemi-
cal pulping industry. Appita Technol Innov Manufact Environ 61:234

Lin X, Wu Z, Zhang C, Liu S, Nie S (2018) Enzymatic pulping of lignocellulosic 
biomass. Ind Crops Prod 120:16–24

Liu YX, Sun B, Zhu Y, Li TZ (2012) Hemicelluloses separation from black 
liquor. Advanced materials research. Trans Tech Publ 54:589–593

Liu Z, Wang H, Hui L (2018) Pulping and papermaking of non-wood fibers. 
Pulp Pap Process 15:44

Lwako M, Byaruhanga J, Babtist K (2013) A review on pulp manufacture 
from non-wood plant materials. Int J Chem Eng Appl 4:144–148

Ma X, Huang L, Chen Y, Chen L (2011) Preparation of bamboo dissolving 
pulp for textile production; Part 1. Study on pre-hydrolysis of green 
bamboo for producing dissolving pulp. BioResources 6:1428–1439

Manesh ME (2012) Utilization of pulp and paper mill sludge as filler in nylon 
biocomposite production. Springer, Berlin

Mckinnon A (2010) Environmental sustainability. Green logistics: improving 
the environmental sustainability of logistics. Wiley, London

Mikkanen P (2000) Fly ash particle formation in kraft recovery boilers. VTT 
Public 4:1

Mladenov M, Pelovski Y (2010) Utilization of wastes from the pulp and paper 
industry. J Univ Chem Technol Metallu 45:33–38

Mohammadkasemi F (2018) Papermaking waste sludge fiber-cement 
composite panel: stabilization and solidification of high FE and TI 
content-petrochemical ash. Cerne 24:303–311

Monte MC, Fuente E, Blanco A, Negro C (2009) Waste management from 
pulp and paper production in the European Union. Waste Manage 
29:293–308

Naqvi M, Yan J, Froling M (2010b) Bio-refinery system of DME or CH4 
production from black liquor gasification in pulp mills. Biores Technol 
101:937–944

Naqvi M, Yan J, Dahlquist E (2010a) Black liquor gasification integrated in 
pulp and paper mills: A critical review. Biores Technol 101:8001–8015

Norberg I (2012) Carbon fibers from kraft lignin. KTH Royal Institute of 
Technology, Stockholm

Novais RM, Carvalheiras J, Senff L, Labrincha J (2018) Upcycling unexplored 
dregs and biomass fly ash from the paper and pulp industry in 
the production of eco-friendly geopolymer mortars: A preliminary 
assessment. Constr Build Mater 184:464–472

Olsson C, Sjoholm E, Reimanna A (2017) Carbon fibers from precursors 
produced by dry-jet wet-spinning of kraft lignin blended with kraft 
pulps. Holzforschung 71:275–283

Osman Khider T, Omer S, Taha O, Kamal Shomeina S (2012) Suitability of 
sudanese cotton stalks for alkaline pulping with additives. Iran J 
Energy Environ 3:15–45

Pati RK, Vrat P, Kumar P (2008) A goal programming model for paper recy-
cling system. Omega 36:405–417

Quina MJ, Pinheiro CT (2020) Inorganic Waste Generated in Kraft Pulp 
Mills: The Transition from Landfill to Industrial Applications. Appl Sci 
10:2317

Ragauskas A (2002) Biotechnology in the pulp and paper industry A chal-
lenge for change. Prog Biotechnol Amsterdam 15:7–12

Rajamma R, LabrinchaA JA, Ferreira VM (2012) Alkali activation of biomass 
fly ash–metakaolin blends. Fuel 98:265–271

Rajput D, Bhagade S, Raut S, Ralegaonkar R, Mandavgane SA (2012) Reuse 
of cotton and recycle paper mill waste as a building material. Constr 
Build Mater 34:470–475

Rashmi S, Bhardwaj Nishi K (2010) Enzymatic refining of pulps: an overview. 
APPTA J 22:109–116

Raut S, Sedmake R, Dhunde S, Ralegaonkar R, Mandavgane SA (2012) Reuse 
of recycle paper mill waste in energy-absorbing lightweight bricks. 
Constr Build Mater 27:247–251

Ritchlin DB (2012) The pulp pollution primer. Watershed Sentinel, Canada
Saeli M, Tobaldi DM, Seabra MP, Labrincha JA (2019) Mix design and 

mechanical performance of geo-polymeric binders and mortars 
using biomass fly ash and alkaline effluent from the paper-pulp 
industry. J Cleaner Prod 208:1188–1197

Sakai S, Sawell S, Chandler A, Eighmy T, Kosson D, Vehlow J, Van Der Sloot 
H, Hartlen J, Hjelmar O (1996) World trends in municipal solid waste 
management. Waste Manag 16:45

Santos RB, Capanema EA, Balakshin MY, Chang H-M, Jameel H (2011) Effect 
of hardwoods characteristics on the kraft pulping process: emphasis 
on lignin structure. BioResources 6:3623–3637

Sarkar R, Kurar R, Gupta AK, Mudgal A, Guptal V (2017) Use of paper mill 
waste for brick making. Cogent Engineering 4:1405768



Page 22 of 22Haile et al. Bioresour. Bioprocess.            (2021) 8:35 

Scheepers GP, Du Toit B (2016) Potential use of wood ash in South African 
forestry: a review. Southern Forests: A Journal of Forest Science 
78:255–266

Schorr D, Diouf PN, Stevanovic T (2014) Evaluation of industrial lignins for 
biocomposites production. Ind Crops Prod 52:65–73

Simao L, Hotza D, Raupp-Pereira F, Labrincha J, Montedo O (2018) Wastes from 
pulp and paper mills-a review of generation and recycling alternatives. 
Cerâmica 64:443–453

Simao L, Hotza D, Raupp-Pereira F, Labrincha JA, Montedo OR (2019) Charac-
terization of pulp and paper mill waste for the production of waste-
based cement. Revista Internacional De Contaminación Ambiental 
35:237–246

Singh AK, Chandra R (2019) Pollutants released from the pulp paper industry: 
Aquatic toxicity and their health hazards. Aquat Toxicol 211:202–216

Singhvi M, Zinjarde S, Gokhale D (2019) Polylactic acid: synthesis and biomedi-
cal applications. J Appl Microbiol 127:1612–1626

Sjostrom E, Westermark U (1999) Chemical composition of wood and pulps: 
basic constituents and their distribution. Analytical methods in wood 
chemistry, pulping, and papermaking. Springer, Berlin

Song K, Zhu X, Zhu W, Li X (2019) Preparation and characterization of cellulose 
nanocrystal extracted from Calotropis Procera biomass. Bioresour 
Bioprocess 6:1–8

Soucy J, Koubaa A, Migneault S, Riedl B (2014) The potential of paper mill 
sludge for wood-plastic composites. Ind Crops Prod 54:248–256

Souto F, Calado V, Pereira N (2018) Lignin-based carbon fiber: a current over-
view. Mater Res Express 5:072001

Souza AGD, Kano FS, Bonvent JJ, Rosa DDS (2017) Cellulose nanostructures 
obtained from waste paper industry: a comparison of acid and 
mechanical isolation methods. Mater Res 20:209–214

Srinivasakannan C, Bakar MZA (2004) Production of activated carbon from 
rubberwood sawdust. Biomass Bioenerg 27:89–96

Stoklosa RJ (2014) Fractionation and characterization of solubilized biopoly-
mers from alkaline pulping liquors. Michigan State University, London

Tutus A, Ezici AC, Ates S (2010) Chemical, morphological and anatomical 
properties and evaluation of cotton stalks (Gossypium hirsutum L.) in the 
pulp industry. Sci Res Essays 5:1553–1560

Vakkilainen EK (2016) Steam generation from biomass: construction and 
design of large boilers. Butterworth-Heinemann

Vakkilainen E, Valimaki E (2009) Effect of lignin separation to black liquor and 
recovery boiler operation lignin from kraft black liquor. Pulping Environ 
5:1–18

Viel M, Collet F, Lanos C (2020) Effect of compaction on multi-physical proper-
ties of hemp-black liquor composites. J Mater Res Technol 5:246

Walker JCF (2004) Method of selecting wood for chemical pulping. Google 
Patents, London

Woiciechowski AL, Neto CJD, De Souza Vandenberghe LP, De Carvalho Neto 
DP, Sydeny ACN, Letti LAJ, Karp SG, Torres LAZ, Soccol CR (2020) Ligno-
cellulosic biomass: Acid and alkaline pretreatments and their effects on 
biomass recalcitrance–Conventional processing and recent advances. 
Bioresour Technol 304:122848

Woodings C (2001) Regenerated cellulose fibers. Elsevier
Xinde T (1996) Extraction of lignin in paper-mill black liquor by acidification. 

Res Environ Sci 4:87
Yang L, Liu S (2005) Kinetic model for kraft pulping process. Ind Eng Chem Res 

44:7078–7085
Yang S, Yang B, Duan C, Fuller DA, Wang X, Chowdhury SP, Stavik J, Zhang H 

(2019b) Applications of enzymatic technologies to the production of 
high-quality dissolving pulp: a review. Biores Technol 281:440–448

Yang J, Ching YC, Chuah CH (2019a) Applications of lignocellulosic fibers and 
lignin in bioplastics: A review. Polymers 11:751

Yoon-Moon C, Naik TR (2005) Concrete with paper industry fibrous residuals: 
mixture proportioning. ACI Mater J 102:237

Zhang Q, Khan MU, Lin X, Yi W, Lei H (2020) Green-composites produced from 
waste residue in pulp and paper industry: a sustainable way to manage 
industrial wastes. J Clean Prod 121:251

Publisher’s Note
Springer Nature remains neutral with regard to jurisdictional claims in pub-
lished maps and institutional affiliations.


	Pulp and paper mill wastes: utilizations and prospects for high value-added biomaterials
	Abstract 
	Introduction
	Overview of pulp and paper industry
	Status of pulp and paper industry at a global perspective
	Overview on pulp and paper manufacturing process

	Operational mechanism of pulping
	Papermaking process
	Availability of by-products from pulp and paper mill


	Current utilization of pulp and paper mill waste
	Characteristic components of major by-products
	Disposal technique
	Waste management in pulp and paper mill
	Current trends in the disposal of pulp and paper mill wastes

	Current uses of pulp and paper mill waste
	Utilization of pulp and paper waste: future prospects
	Beneficiation of black liquor for high value-added materials
	High-performance carbon fiber from black liquor lignin
	Bioplastics from black liquor hemicellulose

	Beneficiation of cellulose for high value-added materials
	Production of cellulose nanocrystals [CNC] from cellulosic residues
	Synthesis of textile fibers from dissolving pulp

	Biocomposites from pulp and paper mill waste

	Conclusions
	Acknowledgements
	References




